RED OBSTRUCTION LIGHT
Model HOL

FAA Approved Glass Lens
Aviation Red

116 watt, 120 VAC 8000 hr. Lamp

Stainless steel Lens Clamp
(No tools to change lamp)

Model HOL -
Heliport Systorns, Inc. Cast Aluminum Base/Jct. Box
Morristown, NJ U.S.A.

1-800-540-0011 (wiring connections above ground
no additional jct box required)

.5 in threaded Conduit Entry
3 each in SIDE of Jct. Box
2 each in BOTTOM of Jct. Box

e Omnidirectional - visible from all flight paths

e Meets FAA Specification L-810

e $97 USD includes Lamp

HELIPORT SYSTEMS,INC.

55 Madison Avenue 1-973-540-0011
Suite 150 1-973-540-0131
Morristown, NJ 07960 E-mail info@heliport.com
USA Web www.heliport.com




Model HOL
Mounting Details

3” FEMALE NPT FITTING IN BOTTOM OF FIXTURE

FOR CONNECTION of 2” RIGID CONDUIT.

INSTALL CONDUIT MOUNTING BRACKETS AS
— REQUIRED FOR SECURING THE HORIZONTAL
AND VERTICAL CONDUIT RUNS TO PARAPET

WALL (BY OTHERS)

\ RIGID CONDUIT TEE FOR EXTENSION OF

3” RIGID _CONDUIT ABOVE PARAPET CAP.
HORIZONTAL CONDUIT RUNS TO NEXT

FIXTURE.

\ EXISTING PARAPET WALL




