OMNIDIRECTIONAL
HELIPORT PERIMETER LIGHT
Model HPL

FAA Approved Tempered Glass Lens

- Old FAA Standard = Aviation Yellow
PECIFY
/\ New FAA Standard = Aviation Green S
- \ Other Colors = Blue, Clear
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f } 67 watt, 120 VAC 8000 hr. Lamp
[ e — ' Optional wattages and voltages
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' 1 T Stainless steel Lens Clamp
. ( \ } ) (No tools to change lamp)
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18 cm : 5 P 1 Cast Aluminum Base /Jct. Box
I ’ ; '5 (wiring connections above ground
f — 1 — i no additional jct box required)
bl | | !
5 .5 in threaded Conduit Entry
Hlpon Sysame, 3 each in SIDE of Jct. Box
S0 Bi0 0011 2 each in BOTTOM of Jt. Box
Weidh \Optional Aluminum Grass Limit Plate
5 :'59'; 6in | Octagonal, 12" Diameter
' 15 cm | U.S. $33 includes stainless screws
1.25 kg
* |lluminates PERIMETER of heliport
* Omnidirectional - visible from all flight paths

Low Profile - cannot be struck by helicopter

» FAA Specification L-860/1
o U.S. $95 entire fixture with Lamp. Alum. Grass Plate optional
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HELIPORT SYSTEMS,ING.

55 Madison Ave., Suite 150 Tel 973-540-0011 Fax 973-540-0131

Morristown, NJ 07960-6012 Email; Info@heliport.com
US.A www.heliport.com




Model HPL
Mounting Detalls

— FAA permitted
% 2in [51 mm] ALTERNATE FLUSH MOUNT
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Optional aluminum - — ‘ﬁ

Bracket 5inx6inx 1-1/4in

1/4"-20 stainless screws furnished
$20 USD

Optional alum. Grass Limit Plate
Octagonal, 12" Diameter with
large center hole for conduit
1/4"-20 stainless screws furnished

$33 USD \
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24 in minimum
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